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LM

REMOTE BP/TEMP. MONITOR
P/N 030-208

BULKHEAD FITTING

P/N 064-007

1/8 NPT - 4MM HOSE FITTING
P/N 064-008

4MM NYLON TUBING

P/N 721-110-04
(LENGTH OPTIONAL)

FITTING ASSEMBLY

P/N 064-008-1

30" HIGH TEMP. LINE STAINLESS STEEL

BRAIDED HOSE

P/N 721-300-030

B.P. PORT ADAPTER

P/N 063-104

4 FT. HARNESS P/N 071-539

(WHITE)

(RED)

(BLACK)

(GREEN)

IGNITION

GROUND
BATT(+)

PROGRAMMING

LINK

(BLUE)GND SIGNAL  ALARM

FITTING ASSEMBLY

BULKHEAD FITTING

071-5391 WIRING HARNESS

064-007

064-008-11

BACK PRESS. PORT ADAPTER063-1041

DESCRIPTIONP/NQTY

REMOTE BP/TEMP. MONITOR030-2081

1

4MM NYLON TUBING721-110-041

HIGH TEMP. LINE STAIN. STEEL721-300-0301

194-747

REMOTE BP/TEMP. MONITOR
P/N 030-208

FEATURES:

1. MONITORS EXHAUST PRESSURE.

2. LOW-LIMIT SENSE LIGHTS "CHECK ENGINE",
3.6PSI TYPICAL.

3. HIGH-LIMIT SENSE LIGHTS " STOP ENGINE" AND

LATCHES LIGHT ON 5.1PSI TYPICAL.

4. FACTORY-SET LOW AND HIGH PRESSURE AND

TEMPERATURE LEVELS MAY BE CUSTOMER

DEFINED.
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