FOR CUSTOMERS
DRAWING NO.

021-113 C

NOTES:

1. CLOSES: 228°F + 5°F.

2. SWITCH IS SNAP ACTING WITH A CURRENT REV.
RATING OF 0.5 AMPS RESISTIVE OR
INDUCTIVE AT 12 VOLTS DC.

| .

CIRCULAR GRIP GROOVES
ON OUTSIDE OF
TERMINAL POST
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0.344 [8.72]

TERMINAL
P/N 712-024

INSULATOR

MAXIMUM NYLON 6.6

HOUSING HEX.

3/8" NPT THREAD

13/16

W/ MATERIAL: BRASS

This document involves CONFIDENTIAL proprietary design

rights of HEWITT IND. and all designs,
use and sale rights regarding same are

reproduction,

expressly reserved.

written permission

manufacturing,

It is submitted under a confidential
relationship and the recipient agrees to assume custody
and control thereof and that proprietary information
contained herein shall not be reproduced or transferred
to other documents or disclosed to others or used for
manufacturing or any other purpose without prior

of HEWITT IND.

REVISIONS

TOLERANCES

DESCRIPTION

Eof DATE

BY | UNLESS OTHERWISE SPECIFIED:

DIMENSIONS ARE IN INCHES,

METRIC EQUIVALENTS ARE IN
[BRACKETS]:
X = .050 [1.30
XX = .030 [0.76
XXX = 010 0.25
FRACTIONS =
ANGLES = :|:2

HEWITT INDUSTRIES
OF LOS ANGELES

TEMPERATURE SWITCH
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